
A-60 / A-70 / A-12A-60 / A-70 / A-12

The handheld laser distance meter is designed to give user an one-
person distance measuring and estimating tool to measure remote and 
difficut-to-reach places.The multi-fuctional instrument ensures simple, 
quick, and reliable measurement.
4 selectable measurement reference points:front, tripod, rear and pin（
from a corner )

20160729

No.16, Ln. 134, Liancheng Rd., Zhonghe Dist., New Taipei City 235, Taiwan (R.O.C.) Zip:23576
TEL：886-2-2246-7302    FAX：886-2-2246-7301

Website: http://en.gpi.tw

Specification:

-20~+60℃

0~+40℃

Range

Distance measurement precision ±2mm

Measurement unit options  mm/in/ft

Continuous measurement function yes

Outdoor target reflection board  no

 
Area measuremen function yes

Volume measurement function yes

Pythagorean proposition measurement function Full mode

Add and subtract measurement function yes

Min/Max value yes

Max storage 99 units

Automatic backlight yes

Buttons/Keys sound yes

Laser level II

Laser type 635nm,<1mW

Automatically cut off laser 20s

Automatic shutdown 150s

Storage temperature

Working temperature

Storage humidity RH85%

Battery

40000 times for single measurements

 3*1.5V AAA 2*1.5V AAA

180g160g

Dimension 118*54*28mm

Weight (including battery)

Battery life

0.2~60m        0.2~70m       0.2~100m

A-60 A-70 A-12Model no.


